
 

可通过扫描下方二维码或登录国家认监委网站（www.cnca.gov.cn）查验证书信息 

 

 

 

 
 
 

 
  

签发： 

 

 

 
 

 

 

证书编号：CQC14003106699 发证日期：2023年 06月 15日 

 有效期至：2028年 03月 19日 

 

委托人名称 

及注册地址 

上海联捷电气有限公司 

浦东新区五莲路 206 号 226 室 

  

制造商名称 

及注册地址 

上海联捷电气有限公司 

浦东新区五莲路 206 号 226 室 

  

生产企业名称 

及生产地址 

三门联捷电子股份有限公司 

三门县珠岙镇珠溪路 208-6 号 

  

产品名称和系列、 

规格、型号 

带螺纹型夹紧件的连接器件 
JHY1-63 660V 63A 22-8AWG T80；TB1-15 600V 15A22-16AWG T80；TA(TR)-30 600V 30A 
22-14AWGT80；JHY1-16 660V 16A 22-16AWG T80；TB1-60600V 60A 22-8AWG T80；TB1-45 
600V 45A22-10AWG T80；TB1-35 600V 35A 22-12AWGT80；TB1-25 600V 25A 22-14AWG 
T80 

  

产品标准和技术要求 GB/T 13140.1-2008;GB/T 13140.2-2008 

  

认证模式 证书到期复审或延证+获证后监督 

  

上述产品符合 CQC11-462195-2011认证规则的要求，特发此证。 

本证书为变更证书，证书首次颁发日期：2014年 03月 26日 

证书有效期内本证书的有效性依据发证机构的定期监督获得保持。 

 



The certificate information is available through the QR code below or CNCA’s website: www.cnca.gov.cn 
 
 

 

  

 

 
 

 

 

SIGNATURE: 

   

 

 

 

 

CERTIFICATE NO.: CQC14003106699 Valid from: Jun.15,2023 

 Valid until:Mar.19,2028 

 

NAME AND REGISTERED 

ADDRESS OF THE APPLICANT 

Shanghai Elinker Electric CO.,Ltd. 

Room 226,No.206 Wulian Road,Pudong New Area 

  

NAME AND REGISTERED 

ADDRESS OF THE 

MANUFACTURER 

Shanghai Elinker Electric CO.,Ltd. 

Room 226,No.206 Wulian Road,Pudong New Area 

  

NAME AND LOCATION  

OF THE FACTORY 

Sanmen Lianjie Electronics Co., Ltd 

No. 208-6, Zhuxi Road, Zhuao Town, Sanmen County 

  

PRODUCT NAME, MODEL 

AND  SPECIFICATION 

Connecting device with screw-type clamping units 

JHY1-63 660V 63A 22-8AWG T80；TB1-15 600V 15A22-16AWG T80；TA(TR)-30 600V 30A 
22-14AWGT80；JHY1-16 660V 16A 22-16AWG T80；TB1-60600V 60A 22-8AWG T80；TB1-45 600V 
45A22-10AWG T80；TB1-35 600V 35A 22-12AWGT80；TB1-25 600V 25A 22-14AWG T80 

  

THE STANDARDS AND  

TECHNICAL REQUIREMENTS  

FOR THE PRODUCTS 

GB/T 13140.1-2008;GB/T 13140.2-2008 

  

TYPE OF CERTIFICATION  

SCHEMES 

Certificate Review or Prolong Expired Date+Follow up Factory Inspection 

  

This is to certify that the above mentioned product(s) complies with the requirements of certification rules of CQC11-462195-2011. 

Date of original issued: Mar.26,2014 

The validity of the certificate is subject to positive result of the regular follow up inspection by issuing certification body until the expiry date. 

 



 

可通过扫描下方二维码或登录国家认监委网站（www.cnca.gov.cn）查验证书信息 

 

 

 

 
 
 

 
  

签发： 

 

 

 
 

 

 

证书编号：CQC14003106700 发证日期：2023年 06月 15日 

 有效期至：2028年 03月 19日 

 

委托人名称 

及注册地址 

上海联捷电气有限公司 

浦东新区五莲路 206 号 226 室 

  

制造商名称 

及注册地址 

上海联捷电气有限公司 

浦东新区五莲路 206 号 226 室 

  

生产企业名称 

及生产地址 

三门联捷电子股份有限公司 

三门县珠岙镇珠溪路 208-6 号 

  

产品名称和系列、 

规格、型号 

带无螺纹型夹紧件的连接器件 
LS141-2.54 130V 6A 24-20AWG、LS142-5.08 300V 15A 22-16AWG、LS250-3.5 250V 15A 
22-18AWG、LS235-5.0 300V 10A 20-18AWG、LS243-5.0 300V 17A 24-14AWG、LS245-5.0 
300V 17A 24-14AWG 

  

产品标准和技术要求 GB/T 13140.1-2008;GB/T 13140.3-2008 

  

认证模式 证书到期复审或延证+获证后监督 

  

上述产品符合 CQC11-462195-2011认证规则的要求，特发此证。 

本证书为变更证书，证书首次颁发日期：2014年 03月 26日 

证书有效期内本证书的有效性依据发证机构的定期监督获得保持。 

 



The certificate information is available through the QR code below or CNCA’s website: www.cnca.gov.cn 
 
 

 

  

 

 
 

 

 

SIGNATURE: 

   

 

 

 

 

CERTIFICATE NO.: CQC14003106700 Valid from: Jun.15,2023 

 Valid until:Mar.19,2028 

 

NAME AND REGISTERED 

ADDRESS OF THE APPLICANT 

Shanghai Elinker Electric CO.,Ltd. 

Room 226,No.206 Wulian Road,Pudong New Area 

  

NAME AND REGISTERED 

ADDRESS OF THE 

MANUFACTURER 

Shanghai Elinker Electric CO.,Ltd. 

Room 226,No.206 Wulian Road,Pudong New Area 

  

NAME AND LOCATION  

OF THE FACTORY 

Sanmen Lianjie Electronics Co., Ltd 

No. 87, Zhuxi Road, Zhu'ao Town, Sanmen County 

  

PRODUCT NAME, MODEL 

AND  SPECIFICATION 

Connecting device with screwless-type clamping units 

LS141-2.54 130V 6A 24-20AWG、LS142-5.08 300V 15A 22-16AWG、LS250-3.5 250V 15A 
22-18AWG、LS235-5.0 300V 10A 20-18AWG、LS243-5.0 300V 17A 24-14AWG、LS245-5.0 300V 17A 
24-14AWG 

  

THE STANDARDS AND  

TECHNICAL REQUIREMENTS  

FOR THE PRODUCTS 

GB/T 13140.1-2008;GB/T 13140.3-2008 

  

TYPE OF CERTIFICATION  

SCHEMES 

Certificate Review or Prolong Expired Date+Follow up Factory Inspection 

  

This is to certify that the above mentioned product(s) complies with the requirements of certification rules of CQC11-462195-2011. 

Date of original issued: Mar.26,2014 

The validity of the certificate is subject to positive result of the regular follow up inspection by issuing certification body until the expiry date. 

 



 

可通过扫描下方二维码或登录国家认监委网站（www.cnca.gov.cn）查验证书信息 

 

 

 

 
 
 

 
  

签发： 

 

 

 
 

 

 

证书编号：CQC14003106701 发证日期：2023年 06月 15日 

 有效期至：2028年 03月 19日 

 

委托人名称 

及注册地址 

上海联捷电气有限公司 

浦东新区五莲路 206 号 226 室 

  

制造商名称 

及注册地址 

上海联捷电气有限公司 

浦东新区五莲路 206 号 226 室 

  

生产企业名称 

及生产地址 

三门联捷电子股份有限公司 

三门县珠岙镇珠溪路 208-6 号 

  

产品名称和系列、 

规格、型号 

带螺纹型夹紧件和扁形快速连接端子的连接器件 
JXO-66 600V 30A 22-12AWG 

  

产品标准和技术要求 GB/T 13140.1-2008;GB/T 13140.2-2008;GB/T 17196-2017 

  

认证模式 证书到期复审或延证+获证后监督 

  

上述产品符合 CQC11-462195-2011认证规则的要求，特发此证。 

本证书为变更证书，证书首次颁发日期：2014年 03月 26日 

证书有效期内本证书的有效性依据发证机构的定期监督获得保持。 

 



The certificate information is available through the QR code below or CNCA’s website: www.cnca.gov.cn 
 
 

 

  

 

 
 

 

 

SIGNATURE: 

   

 

 

 

 

CERTIFICATE NO.: CQC14003106701 Valid from: Jun.15,2023 

 Valid until:Mar.19,2028 

 

NAME AND REGISTERED 

ADDRESS OF THE APPLICANT 

Shanghai Elinker Electric CO.,Ltd. 

Room 226,No.206 Wulian Road,Pudong New Area 

  

NAME AND REGISTERED 

ADDRESS OF THE 

MANUFACTURER 

Shanghai Elinker Electric CO.,Ltd. 

Room 226,No.206 Wulian Road,Pudong New Area 

  

NAME AND LOCATION  

OF THE FACTORY 

Sanmen Lianjie Electronics Co., Ltd 

No. 208-6, Zhuxi Road, Zhuao Town, Sanmen County 

  

PRODUCT NAME, MODEL 

AND  SPECIFICATION 

Connecting device with screw-type clamping units and tabs 

JXO-66 600V 30A 22-12AWG 

  

THE STANDARDS AND  

TECHNICAL REQUIREMENTS  

FOR THE PRODUCTS 

GB/T 13140.1-2008;GB/T 13140.2-2008;GB/T 17196-2017 

  

TYPE OF CERTIFICATION  

SCHEMES 

Certificate Review or Prolong Expired Date+Follow up Factory Inspection 

  

This is to certify that the above mentioned product(s) complies with the requirements of certification rules of CQC11-462195-2011. 

Date of original issued: Mar.26,2014 

The validity of the certificate is subject to positive result of the regular follow up inspection by issuing certification body until the expiry date. 

 



 

可通过扫描下方二维码或登录国家认监委网站（www.cnca.gov.cn）查验证书信息 

 

 

 

 
 
 

 
  

签发： 

 

 

 
 

 

 

证书编号：CQC21003307659 发证日期：2023年 06月 15日 

 有效期至：2028年 05月 19日 

 

委托人名称 

及注册地址 

上海联捷电气有限公司 

浦东新区五莲路 206 号 226 室 

  

制造商名称 

及注册地址 

上海联捷电气有限公司 

浦东新区五莲路 206 号 226 室 

  

生产企业名称 

及生产地址 

三门联捷电子股份有限公司 

三门县珠岙镇珠溪路 208-6 号 

  

产品名称和系列、 

规格、型号 

带螺纹型夹紧件的连接器件 
TB1-15A 22-14AWG 600V T150 

  

产品标准和技术要求 GB/T 13140.1-2008;GB/T 13140.2-2008 

  

认证模式 产品型式试验+初次工厂检查+获证后监督 

  

上述产品符合 CQC11-462195-2011认证规则的要求，特发此证。 

本证书为变更证书，证书首次颁发日期：2021年 08月 04日 

证书有效期内本证书的有效性依据发证机构的定期监督获得保持。 

 



The certificate information is available through the QR code below or CNCA’s website: www.cnca.gov.cn 
 
 

 

  

 

 
 

 

 

SIGNATURE: 

   

 

 

 

 

CERTIFICATE NO.: CQC21003307659 Valid from: Jun.15,2023 

 Valid until:May.19,2028 

 

NAME AND REGISTERED 

ADDRESS OF THE APPLICANT 

Shanghai Elinker Electric CO.,Ltd. 

Room 226,No.206 Wulian Road,Pudong New Area 

  

NAME AND REGISTERED 

ADDRESS OF THE 

MANUFACTURER 

Shanghai Elinker Electric CO.,Ltd. 

Room 226,No.206 Wulian Road,Pudong New Area 

  

NAME AND LOCATION  

OF THE FACTORY 

Sanmen Lianjie Electronics Co., Ltd 

No. 87, Zhuxi Road, Zhu'ao Town, Sanmen County 

  

PRODUCT NAME, MODEL 

AND  SPECIFICATION 

Connecting device with screw-type clamping units 

TB1-15A 22-14AWG 600V T150 

  

THE STANDARDS AND  

TECHNICAL REQUIREMENTS  

FOR THE PRODUCTS 

GB/T 13140.1-2008;GB/T 13140.2-2008 

  

TYPE OF CERTIFICATION  

SCHEMES 

Type Testing of Product + Initial Factory Inspection + Follow up Factory Inspection 

  

This is to certify that the above mentioned product(s) complies with the requirements of certification rules of CQC11-462195-2011. 

Date of original issued: Aug.04,2021 

The validity of the certificate is subject to positive result of the regular follow up inspection by issuing certification body until the expiry date. 

 



 

可通过扫描下方二维码或登录国家认监委网站（www.cnca.gov.cn）查验证书信息 

 

 

 

 
 
 

 
  

签发： 

 

 

 
 

 

 

证书编号：CQC23003392684 发证日期：2023年 06月 15日 

 有效期至：2028年 05月 19日 

 

委托人名称 

及注册地址 

上海联捷电气有限公司 

浦东新区五莲路 206 号 226 室 

  

制造商名称 

及注册地址 

上海联捷电气有限公司 

浦东新区五莲路 206 号 226 室 

  

生产企业名称 

及生产地址 

三门联捷电子股份有限公司 

三门县珠岙镇珠溪路 208-6 号 

  

产品名称和系列、 

规格、型号 

电连接器 
LC10MG-3.81-XXP、LC10NMG-3.81-XXP 300V 8A； LC10-5.08-XXP、LC10M-5.08-XXP、
LC10N-5.08-XXP、LC10MG-5.08-XXP、LC16-5.08-XXP、LC16MG-5.08-XXP、LC18-5.08-XXP、
LC18M-5.08-XXP、LC19U-5.08-XXP、LC19UM-5.08-XXP 300V 15A； LC10H-7.62-XXP、
LC10HMG-7.62-XXP、LC16H-7.62-XXP、LC16HMG-7.62-XXP380V 32A； 其中，XX 代表位数，
XX 数值为 2~24；无防护等级；无分断能力；固定连接器；不带联锁；无负载 500 次操作循环；
污染等级 2；温度范围：-40℃～105℃；灼热丝 850℃；球压 125℃；针焰 30s；PTI600 

  

产品标准和技术要求 GB/T 34989-2017 

  

认证模式 产品型式试验+初次工厂检查+获证后监督 

  

上述产品符合 CQC11-462222-2011认证规则的要求，特发此证。 

证书有效期内本证书的有效性依据发证机构的定期监督获得保持。 

 



The certificate information is available through the QR code below or CNCA’s website: www.cnca.gov.cn 
 
 

 

  

 

 
 

 

 

SIGNATURE: 

   

 

 

 

 

CERTIFICATE NO.: CQC23003392684 Valid from: Jun.15,2023 

 Valid until:May.19,2028 

 

NAME AND REGISTERED 

ADDRESS OF THE APPLICANT 

SHANGHAI ELINKER ELECTRIC CO LTD 

Room 226, No.206 Wulian Road, Pudong New Area, Shanghai 

  

NAME AND REGISTERED 

ADDRESS OF THE 

MANUFACTURER 

SHANGHAI ELINKER ELECTRIC CO LTD 

Room 226, No.206 Wulian Road, Pudong New Area, Shanghai 

  

NAME AND LOCATION  

OF THE FACTORY 

Sanmen Lianjie Electronics Co., LTD 

No. 208-6, Zhuxi Road, Zhuao Town, Sanmen County 

  

PRODUCT NAME, MODEL 

AND  SPECIFICATION 

Electric Connector 

LC10MG-3.81-XXP、LC10NMG-3.81-XXP 300V 8A； LC10-5.08-XXP、LC10M-5.08-XXP、
LC10N-5.08-XXP、LC10MG-5.08-XXP、LC16-5.08-XXP、LC16MG-5.08-XXP、LC18-5.08-XXP、
LC18M-5.08-XXP、LC19U-5.08-XXP、LC19UM-5.08-XXP 300V 15A； LC10H-7.62-XXP、

LC10HMG-7.62-XXP、LC16H-7.62-XXP、LC16HMG-7.62-XXP380V 32A； 其中，XX 代表位数，XX 数
值为 2~24；无防护等级；无分断能力；固定连接器；不带联锁；无负载 500 次操作循环；污染等级 2；
温度范围：-40℃～105℃；灼热丝 850℃；球压 125℃；针焰 30s；PTI600 

  

THE STANDARDS AND  

TECHNICAL REQUIREMENTS  

FOR THE PRODUCTS 

GB/T 34989-2017 

  

TYPE OF CERTIFICATION  

SCHEMES 

Type Testing of Product + Initial Factory Inspection + Follow up Factory Inspection 

  

This is to certify that the above mentioned product(s) complies with the requirements of certification rules of CQC11-462222-2011. 

The validity of the certificate is subject to positive result of the regular follow up inspection by issuing certification body until the expiry date. 

 



 

可通过扫描下方二维码或登录国家认监委网站（www.cnca.gov.cn）查验证书信息 

 

 

 

 
 
 

 
  

签发： 

 

 

 
 

 

 

证书编号：CQC23003392685 发证日期：2023年 06月 15日 

 有效期至：2028年 05月 19日 

 

委托人名称 

及注册地址 

上海联捷电气有限公司 

浦东新区五莲路 206 号 226 室 

  

制造商名称 

及注册地址 

上海联捷电气有限公司 

浦东新区五莲路 206 号 226 室 

  

生产企业名称 

及生产地址 

三门联捷电子股份有限公司 

三门县珠岙镇珠溪路 208-6 号 

  

产品名称和系列、 

规格、型号 

电连接器 
见附件 

  

产品标准和技术要求 GB/T 34989-2017 

  

认证模式 产品型式试验+初次工厂检查+获证后监督 

  

上述产品符合 CQC11-462222-2011认证规则的要求，特发此证。 

证书有效期内本证书的有效性依据发证机构的定期监督获得保持。 

 



  

证书编号：CQC23003392685 第 1 页 /共 1 页 

本证书及附件应同时使用，信息查验说明见证书页                   纸号： 

 

 
 
 
 
 
 
 
 

LC1-3.5-XXP+LZ1a-3.5-XXP、LC1M-3.5-XXP+LZ1aM-3.5-XXP、LC1-3.81-XXP+LZ1a-3.81-XXP、

LC1M-3.81-XXP+LZ1aM-3.81-XXP、LC1-3.96-XXP+LZ1a-3.96-XXP、

LC1M-3.96-XXP+LZ1aM-3.96-XXP 300V 8A；LC1-5.0-XXP+LZ1a-5.0-XXP、

LC1M-5.0-XXP+LZ1aM-5.0-XXP、LC1-5.08-XXP+LZ1a-5.08-XXP、

LC1M-5.08-XXP+LZ1aM-5.08-XXP 300V 15A；LC1X-5.08-XXP+LZ1Xa-5.08-XXP、

LC1XM-5.08-XXP+LZ1XaM-5.08-XXP 300V 8A；LC1H-7.62-XXP+LZ1Ha-7.62-XXP 、

LC1HM-7.62-XXP+LZ1HaM-7.62-XXP 380V 32A；其中，型号名中 a=V/R,V 代表直针，R 代表弯针；

XX 代表位数，XX 数值为 2~24；无防护等级；无分断能力；固定连接器； 不带联锁；无负载 500 次

操作循环；污染等级 2；温度范围:-40℃～105℃；灼热丝 850℃；球压 125℃；针焰 30s；PTI600 

 



The certificate information is available through the QR code below or CNCA’s website: www.cnca.gov.cn 
 
 

 

  

 

 
 

 

 

SIGNATURE: 

   

 

 

 

 

CERTIFICATE NO.: CQC23003392685 Valid from: Jun.15,2023 

 Valid until:May.19,2028 

 

NAME AND REGISTERED 

ADDRESS OF THE APPLICANT 

SHANGHAI ELINKER ELECTRIC CO LTD 

Room 226, No.206 Wulian Road, Pudong New Area, Shanghai 

  

NAME AND REGISTERED 

ADDRESS OF THE 

MANUFACTURER 

SHANGHAI ELINKER ELECTRIC CO LTD 

Room 226, No.206 Wulian Road, Pudong New Area, Shanghai 

  

NAME AND LOCATION  

OF THE FACTORY 

Sanmen Lianjie Electronics Co., LTD 

No. 208-6, Zhuxi Road, Zhuao Town, Sanmen County 

  

PRODUCT NAME, MODEL 

AND  SPECIFICATION 

Electric Connector 

See appendix 

  

THE STANDARDS AND  

TECHNICAL REQUIREMENTS  

FOR THE PRODUCTS 

GB/T 34989-2017 

  

TYPE OF CERTIFICATION  

SCHEMES 

Type Testing of Product + Initial Factory Inspection + Follow up Factory Inspection 

  

This is to certify that the above mentioned product(s) complies with the requirements of certification rules of CQC11-462222-2011. 

The validity of the certificate is subject to positive result of the regular follow up inspection by issuing certification body until the expiry date. 

 



 

CERTIFICATE NO.：CQC23003392685 page1of 1 

                          paper: 

This certificate and attachments shall be used at the same time, and the verification instructions can be found in the main certificate.  

 

 
 
 
 
 

LC1-3.5-XXP+LZ1a-3.5-XXP、LC1M-3.5-XXP+LZ1aM-3.5-XXP、LC1-3.81-XXP+LZ1a-3.81-XXP、LC1M-3.81-XXP+LZ1aM-3.81-XXP、

LC1-3.96-XXP+LZ1a-3.96-XXP、LC1M-3.96-XXP+LZ1aM-3.96-XXP 300V 8A；LC1-5.0-XXP+LZ1a-5.0-XXP、

LC1M-5.0-XXP+LZ1aM-5.0-XXP、LC1-5.08-XXP+LZ1a-5.08-XXP、LC1M-5.08-XXP+LZ1aM-5.08-XXP 300V 15A；

LC1X-5.08-XXP+LZ1Xa-5.08-XXP、LC1XM-5.08-XXP+LZ1XaM-5.08-XXP 300V 8A；LC1H-7.62-XXP+LZ1Ha-7.62-XXP 、

LC1HM-7.62-XXP+LZ1HaM-7.62-XXP 380V 32A；其中，型号名中 a=V/R,V 代表直针，R 代表弯针；XX 代表位数，XX 数值为 2~24；

无防护等级；无分断能力；固定连接器； 不带联锁；无负载 500 次操作循环；污染等级 2；温度范围:-40℃～105℃；灼热丝 850℃；

球压 125℃；针焰 30s；PTI600 

 




